
 

Contacts 
 

ETEX BUILDING PERFORMANCE S.P.A. 

Via Perlasca, 14 

27010 Vellezzo Bellini (PV) 

Tel. +39 0382 45 75 75 

Fax +39 0382 45 75 250 

siniat.italia@siniat.com 

 

www.siniat.it   

 

 

M
a

rc
h

 2
0

18
 

 

 

AquaBoard glass mesh roll 

Description 

Aalkali-resistant reinforcing glass mesh to be embedded in Adesivo&Rasante AquaBoard base coat at mid thickness in order 
to prevent cracking and to improve the impact resistance. 

Features 

Weight of dressed mesh 160 g/m2 
Mesh dimensions 3,5 x 4,0 mm 
Roll width 1,0 m 
Roll length 50 m 
Tensile strength 

- Warp (Longitudinal direction) 
- Weft (Transverse direction) 

 
2200 N / 5 cm 
2400 N / 5 cm 

Tensile elongation 
- Warp (Longitudinal direction) 
- Weft (Transverse direction) 

 
4,5 % ± 1,5 
4,5 % ± 1,5 

Tensile strength after ageing 
- Warp (Longitudinal direction) 
- Weft (Transverse direction) 

 
1000 N / 5 cm 
1000 N / 5 cm 

Tensile elongation after ageing 
- Warp (Longitudinal direction) 
- Weft (Transverse direction) 

 
3,5 % ± 1,5 
3,5 % ± 1,5 

Packaging 1 roll 

 


